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PATTY GRAY DAM MOLD 8 x 10 x 1/2” (FUS GM110)

This mold is designed to produce a glass slab 8” x 10” and up to 2" thick with rounded edges
and will require no coldworking. The glass can be used as a finished piece or slumped to
shape or even be sliced into design elements for later work. Use cut sheets, strips, scrap, frit,
rods or any form of glass that inspires you.

New mold preparation:

Use MR-97 (Boron Nitride Mold Release for Glass Casting and Slumping)

** Spray mold holding can and mold upright; only spray for 3 seconds. Wait 5 minutes and
spray again for 3 seconds. Cut ThinFire, Papyros, or comparable kiln shelf paper to 7-7/8" x 9-
7/8" and put on the bottom of mold before fusing.

Filling the mold:

Cut base glass to 8"x10” and notch the corner (about 1/8") so the glass will fit into the
tray. Design your piece to have at least two layers of glass — up to 4
layers or 2" thick.

Placement in kiln:

For best results, elevate your mold from the kiln floor with kiln
posts, placing the posts under only the edges of the mold.
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8” x 10” Patty Gray Mold Firing Schedule

Degrees Target Hold time
per hour Temperature

150° 1000° 15 minutes
300° 1225° 15 minutes
AFAP 1470° 30 minutes
AFAP 950° 1% hours
100° 700° 10 minutes

Off (open when room temperature)

**After mold has been used: Spray mold with MR-97 only lightly (about 2 seconds
and only around the inside of mold edge). Cut Papyros paper to 7-7/8" x 9-7/8"” and put on
the bottom of mold before fusing. Cut base glass to 8"x10” and notch the corner (about 1/8")
so the glass will fit into the tray. Design your piece to have at least two layers of glass — up to
4 layers or ¥2" thick.
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